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TABLE A

STREET AREA OUT OF
STREET AREA
NATIVE OR

SELECT BACKFILL
ROCK BACKFILLMINIMUM

12"
T-CUT

EXISTING
SECTION

RESURFACING

95% COMPACTION
T-180 3/4"-0

CRUSHED ROCK

90% COMPACTION
T-180 3/4"-0

CRUSHED ROCK

3/4"-0 CRUSHED
ROCK

3/4"-0 CRUSHED
ROCK

2'

VARIABLE

PIPE ZONE

BEDDING

D/2

12"

6"

VARIABLE
DEPTH OF CUT

"B" SEE
TABLE A

TRENCH FOUNDATION
STABILIZATION, AS

REQUIRED

"A"

BACKFILL IN STREET AREAS
1. FILL ROCK TO BACK OF S/W.
2. FILL ROCK 2' FROM FINISHED GRADE IN PLANTER AREAS.
3. ASPHALT SPECIFICATIONS AND DEPTH PER PUBLIC WORKS STANDARDS AND STREET

CLASSIFICATION.
4. CONCRETE PANEL REPLACEMENT PER DESIGN AND DOWELED TO SURROUNDING PANELS OR CURB.
5. BACKFILL IN ODOT ROADWAYS PER ODOT STANDARDS.
6. WHEN PIPE COVER IS 2 FEET OR LESS, BACKFILL WITH CLSM PER PROJECT SPECIFICATIONS OR PER

ODOT STANDARD SPECIFICATION 00442 WHEN PROJECT IS SILENT ON REQUIREMENTS.
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